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Schedule Statistics

Number Lumens LightLoss Wattage

Symbol Label Quantity Manufacturer Catalog Number Description Lamps Perlamp Factor Description Min Max/Min Avg/Min

Sistemalux,IN | I.IWAY-RD-830-FCS-|iWay: @180mm optical
C. -UNV-D10 assembly - Warm White ENT
LED - Symmetric optic 360°
Super Comfort - 9.9W ENT

2050Iim - 3000K

ENT

Ma: 123cd ENT

METALUMEN GRANDE . . ENT

OUTDOOR RM4DOD 3500K,

4FT LED LUMINAIRE, META

BLANK, L4 ENT
ENT

ENT

Max: 2074cd ENT

iGuzzini BX64_D84L Laser Blade InOut: . . ENT
illuminazione Recessed rectangular
S.p.A ceiling-mounted IP65 General

luminaire, compact body, . . .
Warm White LEDs, DALI Light Spill _ Property Line

Spot optic. - 9.9W 1100Im - . .
3000K Light Spill _ Roadway
Parking

— Parking

iGuzzini E879_D98L Wall-mounted Laser Blade

illuminazione InOut, Warm White LED, Parking Acessible
S.p.A Wide Flood optic - 9.9W - —

1100Im - 3000K Stair

108.0 lux | 109.0 lux | 107.1 lux
171.4 lux | 171.4 lux | 171.4 lux
118.8 lux | 119.6 lux | 118.0 lux
138.2 lux | 141.0 lux | 135.4 lux
180.0 lux | 180.1 lux | 179.9 lux
193.6 lux | 202.8 lux | 184.4 lux
118.3 lux | 118.7 lux | 117.8 lux
111.8 lux | 117.5lux | 106.2 lux
147.5 lux | 155.1 lux | 139.8 lux
130.6 lux | 131.4 lux | 129.8 lux
188.9 lux | 200.0 lux | 177.8 lux
78.2 lux 224.8 lux 0.4 lux
36.2 lux 121.9 lux 0.4 lux
1.8 lux 5.4 lux 0.0 lux
159.4 lux | 191.4 lux | 117.5 lux
59.3 lux 145.7 lux 16.6 lux
193.6 lux | 221.4 lux | 148.9 lux
82.1 lux | 505.9 lux 7.3 lux
71.9 lux 151.7 lux 21.6 lux
62.8 lux 160.9 lux 10.4 lux
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Max: FP660d

Driveway
Walkways

[

Max: 1354cd

iGuzzini EI26.01_BO0O9P Walky LED: Round optic
illuminazione assembly @100mm - AL
S.p.A optic - Warm White LED -

24Vdc - 3.2W 530Im -
® @ 0

Max: 29cd

145 ST GEORGE
SPA - Site Photometrics
RO1

ALL FIXTURES ABOVE ARE DARK SKY COMPLIANT (3000K + Full Cutoff)
BOLLARD TO BE PROVIDED WITH FULL CUTOFF VISOR AS INDICATED BY CATALOG NUMBER.
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